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Gen-Z (SFF-8639) to M.2 NVMe SSD Adapter

 
 
 �.� ���e to �.�����-����� convert  
� uild in ���-���� connector, pin-out defined by ���e
� �� synchronous buck converter �ower for �.� ���
� � maximum output current
� hort circuit protec�on
 � n-rush current suppression
� hermal shutdown protec�on
� �� ��� ��uman �ody �ode����� 
� upports �������, �����
� upports �.� ��.�� to �.�� ���_���, ���_���� �evel �hi�
� upports �.� ��.�� to �.�� ���_���, ���_���� isolated
� uilde in ����� ������ �����
� � �reen ��� on indicates �.� ���e ��� power ready  
� � ��� ��� �linking indicates �.� ac�ve status  

Part No. PU424A

Compliant with NVM Express 1.2
Support PCI Express Base Specifica�on Rev 3.0 
Support SSD_Form_Factor_Version1_a
Compliant with PCI Express M.2 Specifica�on Version 1.0
Compliant with SFF-8639 Specifica�on Rev 2.1
Compliant with SFF-TA-1001 Rev1.1

Features 

Specifica�ons 

Type  2280-D2-B-M: 80mm(L) x 22mm(W)
Type  2260-D2-B-M: 60mm(L) x 22mm(W)
Type  2242-D2-B-M: 42mm(L) x 22mm(W)

Suport M.2(NGFF) SSD Form factor 
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